I MDM

ALUMINI KVADRATNE CEVI -
IZTISNJENE, T66

Dimenzije, dovoljena odstopanja,
prerez in masa — po EN 755-7
Material po

EN 573--3, 755-2

Dolzina cevi: 6 m

Certifikat: EN 10204/3.1

ALUMINIUM SQUARE TUBING -

EXTRUDED, T66

ALUMINIJ ALUMINIUM ALUMINIUM I

Dimensions, tolerances, cross section
and mass — according to EN 755-7
Material according to EN 573-3,

755-2
Tube length: 6 m

Certificate: EN 10204/3.1

ALUMINIUM-QUADRATROHR -
GEPRESST, T66
MaBe, Grenzabmasse und
Formtoleranzen, Querschnitt und
Masse — gemalB EN 755-7
Material gemaB EN 573-3, 755-2

Rohrlange: 6 m

WAZ: EN 10204/3.1

(Dimenzija / mm TeZa / kg/m Dimenzija / mm Teza / kg/m (Dimenzija / mm Teza / kg/m
Dimension / mm Weight / kg/m Dimension / mm Weight / kg/m Dimension / mm Weight / kg/m
Abmessung / mm Gewicht / kg/m Abmessung / mm Gewicht / kg/m | |Abmessung / mm Gewicht / kg/m
a X a X S a X a X S a X a X S

15 x 15 x 1,5 0,23 35 x 35 x 2,0 0,73 60 x 60 x 3,0 1,87

15 x 15 x 2,0 0,30 35 x 35 x 2,5 0,90 60 x 60 x 4,0 (2,42

20 x 20 x 1,0 0,21 35 x 35 x 3,0 1,06 65 x 65 x 2,5 |1,71

20 x 20 x 1,2 0,26 40 x 40 x 2,0 0,84 70 x 70 x 2,0 (1,49

20 x 20 x 1,5 0,32 40 x 40 x 2,5 1,03 70 x 70 x 4,0 (2,85

20 x 20 x 2,0 0,41 40 x 40 x 3,0 1,22 80 x 80 x 2,0 [1,71

20 x 20 x 3,0 0,58 40 x 40 x 4,0 1,56 80 x 80 x 3,0 (2,52

25 x 25 x 1,5 0,39 45 x 45 x 2,0 0,95 80 x 80 x 4,0 |3,28

25 x 25 x 2,0 0,52 50 x 50 x 2,0 1,06 80 x 80 x 5,0 (3,98

25 x 25 x 2,5 0,63 50 x 50 x 2,5 1,31 90 x 90 x 4,0 |3,78

25 x 25 x 3,0 0,73 50 x 50 x 3,0 1,55 100 x 100 x 2,0 (2,14

30 x 30 x 1,5 0,48 50 x 50 x 4,0 1,99 100 x 100 x 3,0 |3,17

30 x 30 x 2,0 0,63 50 x 50 x 5,0 2,48 100 x 100 x 4,0 (4,15

30 x 30 x 2,5 0,77 60 x 60 x 2,0 1,27 100 x 100 x 5,0 |5,10

30 x 30 x 3,0 0,90 60 x 60 x 2,5 1,58 120 x 120 x 5,0 |6,10

35 x 35 x 1,5 0,56

[EN AW 6060 (AlMgSi0,50)

Legenda: / Legend: / Legende:

Na zalogi
In stock
Auf Lager

Dobavljivo glede na povprasevanje
Deliverable on demand
Auf Anfrage lieferbar






